


Control Type
Surface/Fabric
Gain

Housing Color
Format

DS-3072PM

DS-3084PM
DS-3100PM
Manual Pull-Down
Matte White
1.0
White
4:3

DE-MW3100E
DE-MW3120E

Motorized
Matte White
1.0
White
4:3

Projection Essentials

DP-MW3084A

Portable-Lift
Matte White
1

Black \ /

4:3

Diagonal Size

DS-3072PM: 72”
DS-3084PM: 84”
DS-3100PM: 100"

DE-MW3100E: 100”
DE-MW3120E: 120"

DP-MW3084A: 84" / \

Viewing Area(W x H)

Ceiling Mount

Dimensions(W x H x D)

Warranty (Year)

Notes

DS-3072PM: 57.5” x 43.3”
DS-3084PM: 67.3” x 50.4”
DS-3100PM: 80.0” x 60.2”

DS-3072PM: 68” x 4” x 4”
DS-3084PM: 77" x 4” x 4”
DS-3100PM: 90” x 4” x 4”

o Select various aspect ratios using
multiple level locking mechanism

o Ceiling or wall mountable for quick
and easy installation

o Delivers a wider viewing angle
(>100°) for larger audiences

* Multi-purpose screen fabric
provides optimal viewing angles
for professional presentations

DE-MW3100E: 80.0” x 60.2”
DE-MW3120E: 96.1” x 72.1”

DE-MW3100E: 101" x 4” x 4”
DE-MW3120E: 114” x 4” x 4”

 Ceiling or wall mountable for quick
and easy installation

« Includes IR remote control and wall
switch to control the screen

© Delivers a wider viewing angle
(>100°) for larger audiences

* Multi-purpose screen fabric
provides optimal viewing angles
for professional presentations

Panoview y Optoma

DP-MW3084A: 67.3" x 50.4"

DP-MW3084A: 83" x 6" x 6"

 Portable and lightweight for
entertainment anywhere
© Multi-purpose screen fabric
provides optimal viewing angles
for professional presentations
 Tensioned screen fabric provides
ideal viewing experience \ /
 Delivers a wider viewing angle
(>100° ) for larger audiences
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